MODEL HPT3 HOUSING CUT AWAY TO SHOW BELLOWS

HIGH PRESSURE
EXTERNALLY PRESSURIZED
EXPANSION COMPENSATOR

DESIGN DATA
TEMPERATURE: 750° (399°C)
PRESSURE: 175 PSI (1206 kPa)
TEST PRESSURE: 250 PSI (1809 kPa)
AXIAL COMPRESSION: 3" (80mm)
AXIAL EXTENSION: 1/2" (13mm)

— A+1/8" -—

INTERNAL ANTI-TORQUE 304 STAINLESS STEEL
GUIDE RING DEVICE MULTI-PLY BELLOWS

o)

CARBON STEEL CARBON STEEL TRAVELING END
SCH 40 MALE NPT SCH 40 HOUSING

THIS EXPANSION JOINT IS DESGINED FOR AXIAL MOVEMENT ONLY. PIPE MUST BE PROPERLY GUIDED
AND ANCHORED PER THE RECOMMENDATIONS OF THE EXPANSION JOINT MANUFACTURERS ASSOCIATION.

QrY | OeRte |N<P:||ZESIZEAM A B /EEFEEE{I'XE SPR'(R‘)(/%R)ATE WEIGHT | PROJECT INFORMATION
HPT30075 | 3/4" | 20 |16-1/2"| 3 15 58 4
HPT30100 | 1" 25 [161/2"] 3 2.1 63 6
HPT30125 | 1-1/4" | 32 |16-1/2"| 3 33 52 6
HPT30150 | 1-1/2" | 38 | 17-1/2"| 3-1/2" 43 82 8
HPT30200 | 2" 50 [17-1/2"] & 63 117 12
HPT30250 | 2-1/2" | 65 | 18-3/4"| & 8.8 132 16
HPT30300 | 3" 80 [191/4 | 512 | 131 161 21
HPT30400 | 4 100 | 19-1/4"| 6-5/8" | 20.8 341 28

NSF 372 - LEAD FREE
The wetted surface of this product contacted
by consumable water contains less than one
quarter of one percent (0.25%) of lead by
weight. Material complies with state codes
and standards, where applicable, requiring
reduced lead content.

REV. 1 Edit B dimension to 3" onlines 1 and 2. DATE: 08/28/2019
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