CONTROL UNIT SELECTION CHART / DIMENSIONS
FOR MODELS MSR, T00HT, 711 ONLY
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FLAT WASHER (2)

CONTROL UNIT PLATE (2)

CONSULT FACTORY FOR NUMBER OF CONTROL UNITS REQUIRED

PIPE SIZE ROD TYPE ROD THICKNESS | ROD LENGTH | PLATETYPE | PLATE THICKNESS | PLATE OD
1" GUSRDO058X120 5/8" 12" GUSPLTO1 3/8" 8-3/8"
1-1/4" GUSRDO058X120 5/8" 12" GUSPLTO1 3/8" 8-3/4"
1-1/2" GUSRDO058X120 5/8" 12" GUSPLTO1 3/8" 9-1/8"
2" GUSRDO058X120 5/8" 12" GUSPLT0204 3/8" 10-1/8"
2-1/2" GUSRD058X120 5/8" 12" GUSPLT2503 3/8" 11-1/8"
3" GUSRD058X120 5/8" 12" GUSPLT2503 3/8" 11-5/8"
4" GUSRD058X120 5/8" 12" GUSPLT0204 3/8" 13-1/8"
5" GUSRD058X120 5/8" 12" GUSPLT0506 1/2" 14-1/8"
6" GUSRD058X120 5/8" 12" GUSPLT0506 1/2" 15-1/8"
8" GUSRD100X145 1" 14-1/2" GUSPLT0800 1/2" 19-1/8"
10" GUSRD100X170 1" 17" GUSPLT1012 3/4" 21-5/8"
12" GUSRDI100X170 1" 17" GUSPLT1012 3/4" 24-5/8"
14" GUSRDI100X170 1" 17" GUSPLT1400 3/4" 26-5/8"
16" GUSRD125X185 1-1/4" 18-1/2" GUSPLT1600 3/4" 30-1/8"
18" GUSRD125X185 1-1/4" 18-1/2" GUSPLT1800 3/4" 31-5/8"
20" GUSRD125X185 1-1/4" 18-1/2" GUSPLT2000 3/4" 34-1/8"
24" GUSRD125X215 1-1/4" 21-1/2" GUSPLT2400 1" 38-5/8"

TIGHTEN BOLTS TO
TORQUE VALUES
IN INSTALLATION
INSTRUCTIONS.

LOCK NUTS ADJUSTED
FOR AXIAL MOVEMENT.

for pipes in motion
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